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[image: ]TAHANAN MAGNETIC VALVE EXHAUST BREAK WT2511 (NOT OK)
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RESULT : LAPORAN DARI DRIVER BAHWA EXHAUST BREAK TIDAK AKTIF. KEMUDIAN SAYA MENGECEK PADA LAYAR INSTRUMEN TERDAPAT KODE ERROR PADA FR DENGAN PENJELASAN TERDAPAT SHORT TO GROUND PADA SELENOID CONSTANT TROTLE. KEMUDIAN SAYA CEK TAHANAN PADA SELENOID HANYA 19 Mili ohm (STANDART +-80 Ohm) DENGAN HASIL PENGECEKAN TERSEBUT SAYA KEMUDIAN MENGGANTI SELENOID VALVE EXHAUST BREAK DAN HASILNYA EXHAUST BREAK AKTIF DAN BEKERJA SEBAGAIMANA MESTINYA.
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Troubleshooting

@ Mercedes-Benz

3330 Outside air temperature sensor short to ground or short to positive/ line break

3634 Maximum wear of clutch lining is reached

3635 Clutch position sensor not within permissible range

4041 Terminal W' signal is implausible

4141 Transmission input speed' signal is implausible

4145 Transmission input speed sensor short to ground or short to positive/ line break

4341 Invalid speed signal

4345 The vehicle speed signal has short to ground or short to positive/ line break

4440 The first branch of the foot throttle actuator has short to ground or short to positive/ line break,
4540 The second branch of the foot throttle actuator has short to ground or short to positive/ line break
4641 Foot throttle actuator faulty

4642 Foot throttle actuator does not reach idle throttle stop.

4643 Foot throttle actuator not within learned range

4644 Foot throttle actuator stiff in operation

5052 Solenoid valve 1 at pin X3 15/4 has short to ground

5153 Solenoid valve 2 at pin X3 15/7 has short to positive

Common ground cable of solenoid valves Constant throttle and Engine brake has short to ground

Common ground cable of solenoid valves Y29 and Y30 has short to ground

5652

5653 Common ground cable of solenoid valves Y29 and Y30 has short to positive
5652 'Brake light actuation’ output has short to ground

5653 Brake light actuation’ output has short to positive

5654 'Brake light actuation’ output has line break

5752 Reversing light actuation’ output has short to ground

5753 Reversing light actuation’ output has short to positive

5754 ‘Reversing light actuation’ output has line break

5852 Actuation of D+ output has short to ground

5853 Actuation of D+ output has short to positive

5854 Actuation of D+ output has line break

5052 Actuation of automatic engine oil replenishing has short to ground

5053 Actuation of automatic engine oil replenishing has short to positive

5054 Actuation of automatic engine oil replenishing has line break

6262 Control module has an internal error.

6265 Control module has an internal error.

6361 Control unit is in boot loader mode.

6365 Control module has an internal error.

7060 -000 Parameterization error or internal error: Parameter block 000 is implausible.
7060 -001 Parameterization error or internal error: Parameter block 009 is implausible.
7060 -002 Parameterization error or internal error: Parameter block 010 is implausible.
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